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Please amend the application as follows: 



In the claims 





(Thrice Amended) A docking system for a wireless telephone comprising: 

a display housing having a plurality of control elements and a connection port that 
electrically connects a display circuit within the display housing to a handheld wireless 
telephone housing docked with [attached to] the display housing such that image data 
receWed by the wireless telephone is received by the display circuit , the display housing 
having\ docking surface on which the handheld wireless telephone housing is mounted : 

airactive matrix liquid crystal display within the display housing and connected to 
the display circuit, the liquid crystal display including an array of at least 75,000 pixel 
electrodes, the airay of pixel electrodes, having an active area of less than 100 mm 2 ; 

a light source in the display housing that illuminates the array of pixel electrodes; 

and 

a lens in the display housing that is positioned to receive an image formed on the 
active matrix liquid crystal^isplay such that the lens magnifies the image. 





(Twice Amended) A docking system for a handheld wireless telephone comprising: 

a handheld housing having a plurality of control elements and a connection port 
that electrically connects a display circuit within the housing to the handheld wireless 
telephone docked with [attached to] the housin g, the handheld housing having a docking 
surface on which the handheld wireless telephone is mounted : 

a display subhousing carried by the housing and moveable between a storage 
position and an operating position; 

an active inatrix liquid crystal display within the display subhousing and including 
an array of at least 7\000 pixel electrodes, the array of pixel electrodes having an active 
area of less than 100 mrK 2 , the display being connected to the display circuit in the 
housing that receives imag\data from the wireless telephone; 

a light emitting diode light source in the display subhousing that illuminates the 
array of pixel electrodes carried bWthe display subhousing; and 

a lens carried by the display stabhousing and positioned to magnify an image 
formed on the active matrix liquid crystal display. 
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(Twice Amended) A docking system for a handheld wireless telephone comprising: 
a housing having a plurality of control elements and a connector port that 
trically connects a display circuit within the housing to a handheld wireless telephone 
docked with [attached to] the housin g, the housing having a docking surface on which the 
handheld wireless telephone is mounted ; 

a cKsplay subhousing module movable from a storage position to an operating 
position relafWe to the housing; 

an active^matrix liquid crystal display within the display subhousing and including 
an array of at least 3D0,000 pixel electrodes, the display being connected to the display 
circuit such that images^ata received by the wireless telephone is displayed on the 
display; 

a light emitting diock light source in the display subhousing that illuminates the 
array of pixel electrodes of the\iisplay; 

a lens in the display subhousing positioned to receive an image formed on the 
active matrix liquid crystal display such and that the lens magnifies the image; and 
a battery carried in the housing fhr powering the circuit and the display. 

(Amended) The docking [station] system as in Claim 17 wherein the light source is a 




(Amended)<nie docking [station] system as in Claim 18 wherein the light source is 
optically coupletkto the matrix display with a side illumination device. 



(Twice Amended) A method of displaying an image on a docking system in conjunction 
with a wireless telephone, comprising the steps of: 

providing a docking station system having an active matrix liquid crystal display, 
a display control circuity [and] a connection port and a docking surface : 

providing a wireless telephone handset having a transceiver capable of receiving 
audio anasimage data, and a connection port that mates with the connection port of the 
docking statibn, the wireless telephone having a speaker and a microphone; 



